CRACK-FILL (ASPHALT)

1341 West Mockingbird Lane * Dallas, Texas 75247 = 972.647.6700 » www.txi.com

MATERIAL SAFETY DATA SHEET

Name Address
TXI OPERATIONS, LP 1341 W, MOCKINGBIRD LANE, DALLAS, TEXAS 75247
Emergency Telephone Number Person Responsible for Preparation Date
(972) 647-6700 NANCY GARNETT JULY 1997
Common Name (used on label) Chemical Family
CRACEK-FILL (ASFHALT) DOES NOT AFFLY
Chemical Name Formula
DOES NOT AFFLY MIXTURE
Trade Name & Synonyms
CRACK-FILL (ASPHALT)

Hazardous CAS # % Typical TLV (Units PEL (Units)
CALCIUM CARBONATE 1317-65-3 Proprictary 10 mg/m** 15 mg/m**
MINERAL SFPIRITS 8032-324 Proprietary 300 ppm 400 ppm
ASPHALT, CUT BACK 8052-424 Proprictary 5 mg/m® Not Established

PEL: Permissible Exposure Limit established by the Occupational Safety and Health Administration (OSHA).
TLV: Threshold Limit Value established by the American Conference of Governmental Industrial Hygienists (ACGIH).
*Containing no asbestos and <1% crystalline silica

Boiling Point Specific Gravity (H,0 = 1) Vapor Pressure (mm = Hg)
NOT DETERMINED 1.5-2.0 NOT DETERMINED

Percent Volatile by Volume Vapor Density (Air = 1) Evaporation Rate (n=Butyl Acetate}
<20 >1 <1

Percent Soluble in Water Reactivity in Water
NEGLIGIBLE (<1%) WILL NOT EVOLVE FLAMMABLE OR TOXIC GASES

Appearance and Odor

BLACK PASTE, SOLVENT ODOR.

Hazardous Material Information System Identifier (HMIS)

HEALTH =1 FLAMMABILITY = 2 REACTIVITY = 0 PERSONAL PROTECTION = B

Flash Point Flammable Limits in Air (% by Volumec)

40 DEGREES C Lower: NOT DETERMINED Upper: NOT DETERMINED
Extinguishing Media Auto Ignition Temperature

CARBON DIOXIDE, DRY CHEMICAL, OR FOAM NOT DETERMINED
Unusual Fire and Explosion Hazards

CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TO EXTREME HEAT.

Special Fire Fighting Procedures
USE WATER SPRAY OR FOG TO COOL FIRE-EXPOSED CONTAINERS. UTILIZE SELF-CONTAINED BREATHING APPARATUS WITH FULL FACEPIECE
OPERATED IN PRESSURE DEMAND OR OTHER POSITIVE PRESSURE MODE.
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